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The  question  of  'in  t or  chang oaoi li ty  Detween  the  U.S.  Standard 
and  the  British  Stondardg'Vvhi  twor th  Thread  Systems  h Jfr*  caused  con- 
siderable discussion  both  in  this  country  and  m England.  The  fol- 
lowing method  of  securing  interchangeability  is  based  on  a slight 


modification  of  the  diameter  of  either  the  U.S*  or  the  Whi tv/or tn, 
or  both,  without  changing  the  thread  form  of  either.  The  fdlloiiihg 
table  shows  the  modification  of  diameters  of  either  of  the  systems 
to  produce  assembly.  Contact  occurs  near  the  crest  of  the  Whitworth 
thread  form  and  near  the  root  of  the  U.S.  form.  The  conditions  as 
to  stress  developed  in  the  thread  would  be  the  same  as  in  either 
system  with  a slight  difference  in  angle  between  bolt  end  nut. 

The  table  is  based  on  diameter  changes  corresponding  to  stand- 
ard 'pitches  common  to  the  two  systems. 

Drawing  B-10S3  shows  the  two  possible  combinations  - 


DIAMETER  MODIFICATION  OF  UNITED  STATES  OR 
BRITISH  STANDARD  WHITWORTH  THREADS  FOR  INTERCHANGEABILITY. 
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